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PC
co i
stem monitoring
onitoring of the batteries, rectifier and 
stribution, status and alarms distinctly on display, 
ttings via clear menus for easy handling. 

attery status 
attery circuit test and symmetry monitoring 
ovides good conditions for early detection of 
rors in the battery. Battery temperature is 
onitored and adjusts the float-charging voltage 
tomatically. 

omplete documentation 
akes construction and maintenance efficiently  

pply of DC voltage for industrial switchgear, 
gh demands on safe operation is required. 
d can be delivered in electronic format. 
lug-in rectifier modules 
ovides flexibility by adjusting the output 
wer, easy maintenance by hot swap and 

igh availability with parallel modules. 

fe operation and high availability  
e support you with commissioning and 
rvice as well as education in handling and 
aintenance. 

ompact design 
onitoring unit, rectifier, distribution and 
tteries up to 110V/105Ah in the same 
closure.

10 is a complete system for uninterruptable s
ntrol equipment, process control, etc. where h
C - system type PC10

4/48/110/220VDC

u

rcon.com



The information in this document may be changed without notice 
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Table 2. Ratings 1-phase, * max vid 195VAC, ** typical at 230VAC

PC10- internals with batteries.

G
PC
wi
op  
bo
ttery fuse box
nfiguration: Blade fuses, 4-7 pole separated groups

stribution module type DM199  
mber of modules: 1 – 7 pcs 
se type: Diazed type DII/DIII or MCB 

roups per module: 9 pcs (DII, MCB), 6 pcs (DIII) 
onitoring: Bipolar zero voltage 
dication: Red/green LED per way 

apacity test 
ad: Maximum 50 A 
nnection: 35 mm2 screw terminal or CEE-

connector type UIS 232-6 

onitoring unit type PCM2 
onitoring of the complete DC system. 
ear graphical display for showing and 
tting of alarms, operating data, etc. 
mote alarm via 4 freely configurable relays. 

stribution: Fuse monitoring, earth fault 
monitoring, external alarm 

ttery: Temperature monitoring, battery 
circuit test, battery symmetry 
monitoring 

ctifier: Over/under voltage, rectifier fault, 
temperature compensated float 
charge, automatic equalizing charge 

ttery
ternally: Valve regulated, up to 110VDC 105Ah 
ternally: Any types on battery stand  

ptions 
mote alarm: Relay 5-8 
verter  (0.5, 1 or 2 kVA),  
-distribution, 
/DC-converter 
uble systems with input switches,  

arm panel and other by agreement 

andards
fety: EN 50178 
C, immunity: EN 61000-6-2 
C, emission: EN 61000-6-4 

Monitoring unit
type PCM2 
ttery installations: EN 50272-2
KraftPowercon Sweden AB 
Hjalmar Petris väg 49 
352 46 Växjö 

Phone  +46 (0) 470-705200 
Fax  +46 (0) 470-705201 
www.kraftpowercon.com 
C-System type PC10

closure 
pe: Floor cabinet with 19” framework 
ble inlet: from bottom or above 
ight: 2051/2 mm 

idth: 740/840 mm 
pth: 654/845 mm 
lor: RAL 7035 light grey 
ass of enclosure: IP21 
ntilation: Temperature controlled fans in rectifier

modules, otherwise natural 
vironment 
bient temperature:  Operation, 0 till +40 °C 

Storage, -40 to +70 °C 
midity: < 90 % RH, non-condensed 

titude a.s.l: < 2000 m 

put AC (for rectifier) 
put voltage: 230VAC 1-phase 
equency: 50/60 Hz 
wer factor: > 0.99 at 230VAC, full load 
nnection: 6 mm2 screw terminal, per rectifier 

module 
her: See table 1 & 2 

utput DC 
tput voltage, nom.:  24/48/110/220VDC

nnection: 10 mm2, disconnect terminal 
ltage regulation: < 0.5 % of nominal output voltage 

< 1% within 3 seconds, 0-100/100 
10 % load change 

rrent regulation: < 1 % of rated current 
rrent limit range: 0 – 100 % of rated current 

pple voltage: < 0.1 % RMS

her: See table 1 & 2 

Nominal 
data 

Maximum number of rectifier modules per 
module type PCS 

NOM IRATED

VDC) (A) 8A 10A 16A 18A 22A 36A 50A 70A

24 
108 3
210 3

48 
54 3

150 3

110 
24 3
48 3
66 3

220 30 3
ble 1 Ratings 1-phase system 

Output data PCS Input data PCS
Power 
loss** UNOM

URANGE) 
IRATED

Output 
Power

Input 
Voltage 
Range 

Mains 
power

* 

Mains 
Current*

VDC A WMAX VAC VA ARMS W
24 

(22-33) 
36 1000 90-290 1150 6 150
70 2000 90-290 2200 12 175

48 
(42-63) 

18 1000 90-290 1150 6 135
50 2700 90-290 2900 15 210

110 
00-158)

8 1000 90-290 1150 6 135
16 2000 90-290 2200 12 160
22 2700 90-290 2900 15 200

220 
87-292) 10 2475 90-290 2700 14 200 

eneral
10 is a complete system for uninterruptable supply of DC volt
tchgear, control equipment, process control, etc. where high d
eration is required. Complete with rectifiers, batteries, battery
ards, monitoring and documentation.
age for industrial 
emands on safe 
 fuse box, distribution


